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Connection Point to be used shall be known in this OC8A.7.3 as the "relevant
Connection Point".

(b) The Local Safety Instructions shall be those which apply to the relevant
Connection Point.

(c) The prefix for the RISSP will be that which applies for the relevant Connection
Point.

OC8A.8 SAFETY PRECAUTIONS RELATING TO WORKING ON EQUIPMENT NEAR TO
THE HV SYSTEM

OC8A.8 applies to the situation where work is to be carried out at a User’s Site or a
Transmission Site (as the case may be) on equipment of the User or NGET as the
case may be, where the work or equipment is near to HV Apparatus on the
Implementing Safety Co-ordinator’s System.  It does not apply to other situations
to which OC8A applies.  In this part of OC8A, a Permit for Work for proximity
work is to be used, rather then the usual RISSP procedure, given the nature and
effect of the work, all as further provided in the OC8A.8.

OC8A.8.1 Agreement of Safety Precautions

OC8A.8.1.1 The Requesting Safety Co-ordinator who requires Safety Precautions on another
System(s) when work is to be carried out at a User’s Site or a Transmission Site
(as the case may be) on equipment of the User or NGET, as the case may be,
where the work or equipment is near to HV Apparatus on the Implementing Safety
Co-ordinator’s System will contact the relevant Implementing Safety Co-
ordinator(s) to agree the Location of the Safety Precautions to be established,
having as part of this process informed the Implementing Safety Co-ordinator of
the equipment and the work to be undertaken.  The respective Safety Co-ordinators
will ensure that they discuss the request with their authorised site representative and
that the respective authorised site representatives discuss the request at the
Connection Site.  This agreement will be recorded in the respective Safety Logs.

OC8A.8.1.2 It is the responsibility of the Implementing Safety Co-ordinator, working with his
authorised site representative as appropriate, to ensure that adequate Safety
Precautions are established and maintained, on his and/or another System
connected to his System, to enable Safety From The System to be achieved for
work to be carried out at a User’s Site or a Transmission Site (as the case may be)
on equipment and in relation to work which is to be identified in the relevant part of
the Permit for Work for proximity work where the work or equipment is near to HV
Apparatus of the Implementing Safety Co-ordinator’s System specified by the
Requesting Safety Co-ordinator.  Reference to another System in this OC8A.8.1.2
shall not include the Requesting Safety Co-ordinator’s System.

OC8A.8.1.3 In the event of disagreement

In any case where the Requesting Safety Co-ordinator and the Implementing
Safety Co-ordinator are unable to agree the Location of the Isolation and (if
requested) Earthing, both shall be at the closest available points on the infeeds to
the HV Apparatus near to which the work is to be carried out as indicated on the
Operation Diagram.
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OC8A.8.2 Implementation of Isolation and Earthing

OC8A.8.2.1 Following the agreement of the Safety Precautions in accordance with OC8A.8.1
the Implementing Safety Co-ordinator shall then establish the agreed Isolation
and (if required) Earthing.

OC8A.8.2.2  The Implementing Safety Co-ordinator shall confirm to the Requesting Safety Co-
ordinator that the agreed Isolation and (if required) Earthing has been established.

OC8A.8.2.3 The Implementing Safety Co-ordinator shall ensure that the established Safety
Precautions are maintained until requested to be removed by the relevant
Requesting Safety Co-ordinator.

OC8A.8.3 Permit for Work for proximity work Issue Procedure

OC8A.8.3.1 Where Safety Precautions on another System(s) are being provided to enable work
to be carried out at a User’s Site or Transmission Site (as the case may be) on
equipment where the work or equipment is in proximity to HV Apparatus of the
Implementing Safety Co-ordinator, before any work commences they must be
recorded by a Permit for Work for proximity work being issued.  The Permit for
Work for proximity work shall identify the Implementing Safety Co-ordinator’s
HV Apparatus in proximity to the required work

OC8A.8.3.2 Once the Safety Precautions have been established (in accordance with
OC8A.8.2), the Implementing Safety Co-ordinator shall agree to the issue of the
Permit for Work for proximity work with the appropriately authorised site
representative of the Requesting Safety Co-ordinator’s Site. The Implementing
Safety Co-ordinator will inform the Requesting Safety Co-ordinator of the Permit
for Work for proximity work identifying number.

OC8A.8.3.3 The appropriately authorised site representative of the Implementing Safety Co-
ordinator shall then issue the Permit for Work for proximity work to the
appropriately authorised site representative of the Requesting Safety Co-ordinator.
The Permit for Work for proximity work will in the section dealing with the work to
be carried out, be completed to identify that the work is near the Implementing
Safety Co-ordinator’s HV Apparatus.  No further details of the Requesting Safety
Co-ordinator’s work will be recorded, as that is a matter for the Requesting Safety
Co-ordinator in relation to his work.

OC8A.8.3.4 The Requesting Safety Co-ordinator is then free to authorise work in accordance
with the requirements of the relevant internal safety procedures which apply to the
Requesting Safety Co-ordinator’s Site.  This is likely to involve the issue of safety
documents or other relevant internal authorisations.

OC8A.8.4 Permit for Work for proximity work Cancellation Procedure

OC8A.8.4.1 When the Requesting Safety Co-ordinator decides that Safety Precautions are no
longer required, he will contact the relevant Implementing Safety Co-ordinator to
effect cancellation of the associated Permit for Work for proximity work.

OC8A.8.4.2 The Requesting Safety Co-ordinator will inform the relevant Implementing Safety
Co-ordinator of the Permit for Work for proximity work identifying number, and
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agree that the Permit for Work for proximity work can be cancelled.  The
cancellation is then effected by the appropriately authorised site representative of the
Requesting Safety Co-ordinator returning the Permit for Work for proximity
work to the appropriately authorised site representative of the Implementing Safety
Co-ordinator.

OC8A.8.4.3 The Implementing Safety Co-ordinator is then free to arrange the removal of the
Safety Precautions, the procedure to achieve that being entirely an internal matter
for the party the Implementing Safety Co-ordinator is representing.

OC8A.9 LOSS OF INTEGRITY OF SAFETY PRECAUTIONS

OC8A.9.1 In any instance when any Safety Precautions may be ineffective for any reason the
relevant Safety Co-ordinator shall inform the other Safety Co-ordinator(s) without
delay of that being the case and, if requested, of the reasons why.

OC8A.10 SAFETY LOG

OC8A.10.1 NGET and Users shall maintain Safety Logs which shall be a chronological record
of all messages relating to safety co-ordination under OC8A sent and received by
the Safety Co-ordinator(s). The Safety Logs must be retained for a period of not
less than one year.
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OC8A - APPENDIX A

[NGET] [__________________ CONTROL CENTRE/SITE]

RECORD OF INTER-SYSTEM SAFETY PRECAUTIONS (RISSP-R)
(Requesting Safety Co-ordinator's Record)

RISSP NUMBER
PART 1

1.1 HV APPARATUS IDENTIFICATION

Safety Precautions have been established by the Implementing Safety Co-ordinator (or by another User on that User's
System connected to the Implementing Safety Co-ordinator's System) to achieve (in so far as it is possible from that side of
the Connection Point) Safety From The System on the following HV Apparatus on the Requesting Safety Co-ordinator's
System: [State identity - name(s) and, where applicable, identification of the HV circuit(s) up to the Connection Point]:

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________
Further Safety precautions required on the Requesting Safety Co-ordinator’s System as notified by the Implementing
Safety Co-ordinator.

_______________________________________________________________________________________________________

1.2 SAFETY PRECAUTIONS ESTABLISHED

(a) ISOLATION

[State the Location(s) at which Isolation has been established (whether on the Implementing Safety Co-ordinator's System
or on the System of another User connected to the Implementing Safety Co-ordinator's System). For each Location, identify
each point of Isolation. For each point of Isolation, state the means by which the Isolation has been achieved, and whether,
immobilised and Locked, Caution Notice affixed, other safety procedures applied, as appropriate.]

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

(b) EARTHING

[State the Location(s) at which Earthing has been established (whether on the Implementing Safety Co-ordinator's System
or on the System of another User connected to the Implementing Safety Co-ordinator's System). For each Location, identify
each point of Earthing. For each point of Earthing, state the means by which Earthing has been achieved, and whether,
immobilised and Locked, other safety procedures applied, as appropriate].

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

1.3 ISSUE

I have received confirmation from _________________________________________ (name of Implementing Safety Co-
ordinator) at _________________________________________ (location) that the Safety Precautions identified in paragraph
1.2 have been established and that instructions will not be issued at his location for their removal until this RISSP is cancelled.

Signed ................................................................(Requesting Safety Co-ordinator)

at .......................................(time) on .................................................. (Date)

PART 2

2.1 CANCELLATION

l have confirmed to _________________________________________ (name of the Implementing Safety Co-ordinator) at
________________________________________ (location) that the Safety Precautions set out in paragraph 1.2 are no longer
required and accordingly the RISSP is cancelled.

Signed ................................................................(Requesting Safety Co-ordinator)

at ........................................(time) on ................................................. (Date)
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OC8A - APPENDIX B

[NGET] [_________________ CONTROL CENTRE/SITE]

RECORD OF INTER-SYSTEM SAFETY PRECAUTIONS (RISSP-I)
(Implementing Safety Co-ordinator's Record)

PART 1          RISSP NUMBER

1.1 HV APPARATUS IDENTIFICATION

Safety Precautions have been established by the Implementing Safety Co-ordinator (or by another User on that User's
System connected to the Implementing Safety Co-ordinator's System) to achieve (in so far as it is possible from that side of
the Connection Point) Safety From The System on the following HV Apparatus on the Requesting Safety Co-ordinator's
System: [State identity - name(s) and, where applicable, identification of the HV circuit(s) up to the Connection Point]:
_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

Recording of notification given to the Requesting Safety Co-ordinator concerning further Safety Precautions required on the
Requesting Safety Co-ordinator’s System.

1.2 SAFETY PRECAUTIONS ESTABLISHED

(a) ISOLATION

[State the Location(s) at which Isolation has been established (whether on the Implementing Safety Co-ordinator's System
or on the System of another User connected to the Implementing Safety Co-ordinator's System). For each Location, identify
each point of Isolation. For each point of Isolation, state the means by which the Isolation has been achieved, and whether,
immobilised and Locked, Caution Notice affixed, other safety procedures applied, as appropriate.]

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

(b) EARTHING

[State the Location(s) at which Earthing has been established (whether on the Implementing Safety Co-ordinator's System
or on the System of another User connected to the Implementing Safety Co-ordinator's System). For each Location, identify
each point of Earthing. For each point of Earthing, state the means by which Earthing has been achieved, and whether,
immobilised and Locked, other safety procedures applied, as appropriate].

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

_______________________________________________________________________________________________________

1.3 ISSUE

I have confirmed to ________________________________________ (name of Requesting Safety Co-ordinator) at
__________________________________________ (location) that the Safety Precautions identified in paragraph 1.2 have
been established and that instructions will not be issued at my location for their removal until this RISSP is cancelled.

Signed ...............................................................(Implementing Safety Co-ordinator)

at ...............................................(time) on ...................................................... (Date)

PART 2

2.1 CANCELLATION

l have received confirmation from _________________________________________ (name of the Requesting Safety Co-
ordinator) at ________________________________________ (location) that the Safety Precautions set out in paragraph 1.2
are no longer required and accordingly the RISSP is cancelled.

Signed ................................................................(Implementing Safety Co-ordinator)

at ................................................(time) on ........................................................ (Date)

(Note: This form to be of a different colour from RISSP-R)
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- OC8A -

Appendix C1

RISSP ISSUE PROCESS
Requesting Safety Co-ordinator

(RSC)
Person requiring Safety Precaution

from another User

Implementing Safety Co-ordinator
(ISC)

Person who co-ordinates provision
of Safety Precautions

Work required across boundary
or inadvertent connection or

potential connection

RSC contacts ISC & each
confirms authority to act

pursuant to OC8A

RSC and ISC agree location of
Safety Precautions

Log

OC8A.5.1 or OC8A.7

If unable to agree Safety
Precautions follow:

OC8A.5.1.4

ISC establishes isolation on his
System

OC8A.5.2.1

Contacts RSC if isolation is
required on RSC System

Record on RISSP

OC8A.5.1.3

If reqd, provide isolation on other
Systems

OC8A.5.1.2

ISC confirms isolation is
established to RSC

Log

OC8A.5.2.2

RSC establishes & maintains
isolation on RSC System

All isolation by RSC and ISC
completed

OC8A.5.2.3 & OC8A.5.3.3

ISC initiates establishment of
earthing (if agreed)

OC8A.5.3.1

If reqd, provide earthing on other
Systems

OC8A.5.1.2

ISC confirms earthing is
established to RSC

Log

OC8A.5.3.2 & OC8A.5.3.3

ISC completes RISSP-I
Details exchanged

RSC completes RISSP-R

OC8A.5.4.1 to OC8A.5.4.6

RSC can now authorise the
work

OC8A.5.4.7

RISSP cancellation process
OC8A Appendix C3

RISSP process completed
for work on one side of the

Connection Point

OC8A.5.4.1

If work is required to both
sides of the Connection

Point, each party takes the
role of RSC for the work on
his side & separate RISSPs

are required

OC8A.5.4.2 or OC8A.7

If the work includes testing
which affects another System

follow:

OC8A.6

See Appendix OC8A C2
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Requesting Safety Co-ordinator
(RSC)

Person requiring Safety Precaution
from another User

Implementing Safety Co-ordinator
(ISC)

Person who co-ordinates provision
of Safety Precautions

- OC8A -

Appendix C2

TESTING PROCESS

Where testing affects another Safety Co-ordinator’s System

Continue from
 OC8A Appendix C1

Testing will not take place by
RSC until :-

OC8A.6.1

ISC confirms that no person is
working or testing or authorised

to, on his System or another
System within the points of

Isolation  on the RISSP

Log

OC8A.6.1(a)(i)

No person will be so authorised
until proposed test is completed

(or cancelled) by the RSC

OC8A.6.1(a)(ii)

Any RISSP other than for the
proposed test shall be cancelled

OC8A.6.1(b)

The ISC agrees to the testing
between the points of Isolation

on the RISSP and the RSC
System

OC8A.6.1(c)

When test is complete or
cancelled. RSC informs ISC

Log

OC8A.6.2(a)

If testing required the removal
of earthing the RISSP process

is as set out in:-

OC8A.6.2(b)

Earthing not reapplied

OC8A.6.2(b)

RISSP cancellation process.
See OC8A Appendix C3

Earthing reapplied

OC8A.6.2(b)

RISSP can stay in force, if
required

Test can now take place
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Requesting Safety Co-ordinator
(RSC)

Person requiring Safety Precaution
from another User

Implementing Safety Co-ordinator
(ISC)

Person who co-ordinates provision of
Safety Precautions

- OC8A -

Appendix C3

RISSP CANCELLATION PROCESS

Work/Testing completed
or cancelled

RSC contacts ISC to
inform safety precautions

are no longer required

OC8A.5.5.1

RSC informs ISC of
RISSP document to be

cancelled (including
identity numbers)

OC8A.5.5.2

The RSC and ISC
complete their respective

parts of section 2.1 on
RISSP-R and RISSP-I

OC8A.5.5.3

The RSC and ISC
exchange the details
including respective

names, times and date

OC8A.5.5.3

RISSP is now cancelled

OC8A.5.5.3

Agree removal of Safety
Precautions

Agreed between RSC
and ISC that all earths

are removed

OC8A.5.5.4

Removal of isolation
agreed between RSC and

ISC

OC8A.5.5.4

OC8A process complete

Removal of earthing during
testing across the

Connection Point is as set
out in:-

OC8A.6.2(b)
Removal being an

internal matter for the
party the ISC represents

OC8A.5.5.5
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PROCESS FOR WORKING NEAR
TO SYSTEM EQUIPMENT - OC8A -

Appendix C4

Requesting Safety Co-ordinator
(RSC)

Person requiring Safety Precaution
from another User

Implementing Safety Co-ordinator
(ISC)

Person who co-ordinates provision
of Safety Precautions

Proximity
Nearness or Closeness to HV

Equipment

Work required on equipment
near to HV Apparatus

RSC contacts ISC & each
confirms authority to act

pursuant to OC8A

RSC and ISC agree location of
Safety Precautions

Log

OC8A.8.1.1

If unable to agree Safety
Precautions follow:

OC8A.8.1.3

ISC establishes Isolation (and
Earthing if required) on his

System

OC8A.8.2.1

ISC confirms Isolation (and
Earthing) is established to RSC

Log

OC8A.8.2.2

ISC consents to the  Permit for
Work for proximity work

OC8A 8 3 2

ISC informs RSC of the Permit
for Work for proximity work

identifying number

OC8A.8.3.2

On completion of work RSC
contacts ISC to agree Permit
for Work for proximity work

can be cancelled

OC8A.8.4.1

Site representative of ISC
issues  Permit for Work for

proximity work to site
representative of RSC

OC8A.8.3.3

RSC can now authorise the
work

OC8A.8.3.4

Site representative of ISC
cancels Permit for Work for

proximity work

OC8A.8.4.2

ISC may remove Safety
Precautions

OC8A.8.4.3 OC8A process complete
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OC8A - Appendix D

National Grid Safety Circular
(NGSC)

NGSC Number:

..........................

RISSP prefixes - Issue x Date:
Issued By:

Pursuant to the objectives of The Grid Code, Operating Code 8A1 - Safety Co-ordination,
this circular will be used in relation to all cross boundary safety management issues with
the NGET customers. Of particular note will be the agreed prefixes for the Record of Inter
System Safety Precautions (RISSP) documents.
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OC8A APPENDIX E
[Form of NGET Permit for Work]

PERMIT FOR WORK
1. Location……………………………………………………………..…………………………………………………………………………

Equipment Identification………………………………….……………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
Work to be done
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………

2. Precautions taken to achieve Safety from the System
Points of Isolation
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
Primary Earths
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
Actions taken to avoid Danger by draining, venting, purging and containment or dissipation of stored energy*
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
Further precautions to be taken during the course of the work to avoid System derived hazards*
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………

3. Precautions that may be varied*
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………
……………………………………………………………………………………………………………………………………………………

4. Preparation
Control Person(s) (Safety) giving Consent

State whether this Permit for Work must be personally retained yes  no

Signed Time Date
Senior Authorised Person

5. Issue & Receipt
Key Safe Number* Safety Keys (No. off)*

Earthing Schedule Number* Portable Drain earths (No. off)*

Recommendations for General Approved (ROMP)#/Card Safe#/
Safety Report Number* Procedure Number*

Circuit Identification – Colours/ Flags (No. off)* Wristlets (No. off)*
Symbols*

Issued (Signed)

Senior Authorised Person

Received (Signed) Time Date

Competent Person

Name (Block letters) Company

# delete as appropriate  *write N/A if not applicable February 1995
< End of OC8A >

No.

Key Safe number*
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